19971113.ba v01_n772.bam.971113 v01_n773.bam.971113

>From ???@??? Thu Nov 13 11:50:22 1997
Message-Id: <199711131558.JAA08493@sco.theporch.com>
Date: Thu, 13 Nov 1997 09:58:06 CST
Subject: BOATANCHORS digest 1772

			    BOATANCHORS Digest 1772

Topics covered in this issue include:

  1) Drake Twins Sold
	by "Andy Howard, WA4KCY" <sweetbay@compuserve.com>
  2) Re: [R-390] R390A SSB Thoughts
	by BOB RAGAIN <RAGAIN@hubvx6.sedalia.wireline.slb.com>
  3) SX-28 Bandswitch
	by "James R. Binkley" <w4aos@his.com>
  4) National vernier dial
	by Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu>
  5) Heath Accessories FS
	by Paul Monroe <pmonroe@jadebbs.com>
  6) SSB on R390s
	by laffitte@prtc.net (laffitte)
  7) Re: Talkie-Walkie
	by Tom Norris <badger@telalink.net>
  8) A real treasure..
	by "Herbert M. Rosenthal" <herbrose@lobo.net>
  9) Son of BC-348 Woes
	by Brian Bjerkelund <brianbj@compuserve.com>
 10) HT-32 MKI and SX-101 MKIII combo
	by "Allan Fritsche" <fritsche@classic.msn.com>
 11) Valiant blowing line fuses?
	by Mike Maloney <ac5p@ionet.net>
 12) Xtal socket needed
	by Mike Maloney <ac5p@ionet.net>
 13) Re: Talkie-Walkie
	by "OZ8RO" <otterstad@inet.uni-c.dk>
 14) HRO xtal
	by Ralph Parker <rparker@istar.ca>
 15) Boatanchors
	by PLT1032@aol.com
 16) FS: Drake 2A w/2-AQ
	by W7FG <w7fgboat@w7fg.com>
 17) FS: Drake SW-4A
	by W7FG <w7fgboat@w7fg.com>
 18) Aussie needs HQ-120X manual, parts
	by "Ray L. Mote" <rmote@rain.org>
 19) Re: Valiant blowing line fuses?
	by Charles Ring <charlesr@infonline.net>
 20) Re: Talkie-Walkie
	by midshires@cix.co.uk (Andrew Emmerson)
 21) Re: Valiant blowing line fuses?
	by cormac@quicktel.com (Cormac Thompson)
 22) Re: Valiant blowing line fuses?
	by Avery Comarow <acomarow@USNEWS.COM>
 23) Big boom theory of grounds?
	by MNHopkins@aol.com
 24) Re: Big boom theory of grounds?
	by Bob Roehrig <broehrig@admin.aurora.edu>
 25) Comet:  And the winners are.....
	by "A. B. Bonds" <ab@vuse.vanderbilt.edu>
 26) Painting engraved panels
	by GIBSON@ASTRA.LBL.GOV

----------------------------------------------------------------------

Date: Wed, 12 Nov 1997 17:52:01 -0500
From: "Andy Howard, WA4KCY" <sweetbay@compuserve.com>
To: "LIST, POST BOATANCHORS" <BOATANCHORS@theporch.com>
Cc: "LIST, QTH NET" <vintage-radio@qth.net>
Subject: Drake Twins Sold
Message-ID: <199711121752_MC2-27EE-9B4D@compuserve.com>


Thanks to all who inqured about the Drake twins. They have been sold.

Thanks and 73,

~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
Andrew E. (Andy) Howard, Sr., WA4KCY
105 Sweet Bay Lane
Carrollton, Georgia 30116-8519
Telephone 770-832-0202
AMI #9 - Southeastern Division Director
http://ourworld.compuserve.com/homepages/sweetbay
                   <><
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~        =

            Keeper of the Hallicrafters SX-88 Owners List

------------------------------

Date: Wed, 12 Nov 1997 15:59:38 -0700 (MST)
From: BOB RAGAIN <RAGAIN@hubvx6.sedalia.wireline.slb.com>
To: dts4@cornell.edu
Cc: RAGAIN@hubvx6.sedalia.wireline.slb.com, boatanchors@theporch.com
Subject: Re: [R-390] R390A SSB Thoughts
Message-ID: <971112155938.3ea44ba9@hubvx6.sedalia.wireline.slb.com>


Hello Don and the R-390 group,

Thanks for that tuning procedure for the R-390 and R-390A.  I use
mine for SSB reception all the time and it works well enough that I've 
not considered wanting a SSB adapter.

Here's another shortcut to getting the BFO in approximately the right
place for a particular band and bandwidth:

With BFO off, tune across the band and find a nice strong SSB signal with
it's Donald Duck jabber.  Peak the signal strength by fine tuning the kHz
knob.  Turn on the BFO and try one side of center of the BFO control, then 
the other, to find SSB reception.  That's the spot to leave the BFO control
while tuning the band for weaker signals.  Ditto's on using low RF gain.

Interesting comment about turning the audio gain all the way up.  I'll have
to try it tonight.  Mine seldon gets turned up more than about 1/3 of the 
way.

Bob

-------------------------------------------------------------------------
Bob Ragain  WB4ETT  Littleton, CO



<From:	SMTP%"dts4@cornell.edu" 12-NOV-1997 14:59:48.95
<To:	RAGAIN
<CC:	
<Subj:	Re: [R-390] R390A SSB Thoughts
<
<A number of people have pointed out in private e-mail related to this
<thread that a stock R-390 or 390A actually works reasonably well for SSB.

...chop...


------------------------------

Date: Wed, 12 Nov 1997 18:23:05 -0800
From: "James R. Binkley" <w4aos@his.com>
To: boatanchors@theporch.com
Subject: SX-28 Bandswitch
Message-ID: <346A6489.3BCD@his.com>

Just finished putting the gear box back on my SX-28 and have been
enjoying playing with it on the bench before I start the final IF and RF
alignment.  

I noticed that on my unit, the bandswitch did not have any stop at all,
you could rotate it forever in either direction.  Whats the big deal you
say?  Well if you don't know the SX-28 you might not see how insane this
is.  The SX-28 has some fingers behind the dial scales which are raised
and lowered by the bandswitch so that they point out which scale you are
supposed to read.  The fingers are operated by a dial cord which wraps
around a drum on the bandswitch.  The catch is that there is only one
cord, working against a spring which wants to pull the indicating
fingers down.  So if you rotate the bandswitch past band 6 and down to
band 1, the fingers are already at the top and the drum is still pulling
on the cord, and something has to give.

Because machine shop is another hobby of mine, I made a stop for my RX,
(don't worry purists, the parts all attach with screws and I didn't have
to drill any holes).

Can those of you who also have SX-28's tell me if your bandswitch has
stops or not?  I am wondering if mine was just missing, or did uncle
Bill create another engineering marvel?

73 Bob w4aos@his.com

------------------------------

Date: Wed, 12 Nov 1997 19:40:52 -0400
From: Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu>
To: boatanchors@theporch.com
Subject: National vernier dial
Message-ID: <v03102802b08fee9635c0@[134.53.65.12]>

Hi Gang,

Can anybody advise me on eliminating backlash in a ball bearing-type
National vernier dial?  Is there a tension loading adjustment to stiffen up
the dial to keep it from slipping?

73,

Jim W8ZR



------------------------------

Date: Wed, 12 Nov 1997 17:47:13 -0600
From: Paul Monroe <pmonroe@jadebbs.com>
To: boatanchors@theporch.com
Subject: Heath Accessories FS
Message-ID: <346A4000.ECDAE267@jadebbs.com>

1. Antenna Impedance Meter AM-1 with original manual    $20
2. Grid Dip Meter GD-1B with original manual                   $45
3. Reflected Power Meter AM-2 with original manual         $20
4. Q Multiplier QF-1 with original manual                           $30

All units are in very good cosmetic shape.

I am looking for a manual for a SX-71 and I would like to get hold of
the ARRL's "How to Become a Radio Amateur" 1954 edition.

If interested either send an e-mail or reply to:

Paul Monroe, W9MEH
303 Cornelia St.
Janesville, WI 53545
608-756-9757



------------------------------

Date: Wed, 12 Nov 1997 19:53:06 -0400
From: laffitte@prtc.net (laffitte)
To: boatanchors@theporch.com
Subject: SSB on R390s
Message-ID: <346A415B.AB863365@prtc.net>

Hi BA gang!

  I have been reading with interest the postings related to using the
R390s for SSB reception. I just wanted to add that my experience has
been excellent . Using the BFO has provided excellent clarity to the
signal and of course you have to play a bit with the RF gain, usually
lower it, and the AF gain but everything comes out ok. I used the R390
to hear the Radio St. Helena transmission without any problems. Now I
will try Don's suggestions on adjusting the BFO for even better
reception.

    On another note, I have continued to add data to the R390,390A
common failures list as I read all the postings about this matter from
this list and others. As soon as I consider that it has been
significantly updated I will repost it.

     Recently one of the group asked for info. on OS 8 scopes. history,
serial #s and manufacturers. I would like to continue or add to this
information so get those scopes out of the closets! Since I have
repaired a couple of them, and think that I'm an expert already :>D,
please ask for info if you need it. I think that I found some things
that may be problematic for all of them. By the way, they look neat
beside a R390 as an audio signal monitor.

TNX and 73s
Guido E. Santacana KP4FAR
BA collector in the still HOT tropics (send some cool air this way
guys!)


------------------------------

Date: Wed, 12 Nov 1997 18:06:29 -0600
From: Tom Norris <badger@telalink.net>
To: boatanchors@theporch.com
Subject: Re: Talkie-Walkie
Message-ID: <3.0.3.32.19971112180629.00874630@telalink.net>

Bobbi sez....

>   (One of the abiding mysteries is why fast food that's "Carry-Out" in
>North American nations is "Take-Away" in other countries sharing the
>language!  But I'd trade never knowing the why of that for a listing of
>the ?phonetic? ABCs that use "ack" for A, "emma" for M, and "toc" for
>T....)

But what about ZED, you forgot ZED for Z......


( been a long day and I had to post SOMETHING....)


Tom

------------------------------

Date: Wed, 12 Nov 1997 17:57:45 -0600
From: "Herbert M. Rosenthal" <herbrose@lobo.net>
To: BoatAnchors <boatanchors@theporch.com>
Subject: A real treasure..
Message-ID: <346A4274.2268@lobo.net>

Surplus Schematics Handbook, CQ Technical Series, by Kenneth B. Grayson,
W2HDM, Copywrite 1960 by Cowan Publishing Corp, Library of Congress
Number 59-15267.

I recently found a real treasure at a hamfest in Grandview, MO..

This 8 1/2" x 11" paperback manual contains basic schematics and a brief
description of 118 surplus items: from APA-38 through VVX-1. It
includes, in part,  the following BCs: -221, 312, 348, 610, 611, and 30
more BCs, and on and on. Ever hear of an RBL, or a BN or BP..how about a
F3 or a DAE?

Unfortunately, many of the schematics are not done justice because of
their small size..a glass is definitely needed to read them. Simple
schematics, such as the ARC-5/SCR-274 can be read with the naked
eyeball. 

The descriptions are pretty good, i.e.:

"BC-906  The BC-906-C is a frequency meter of the absorbtion type. The
BC-906 is housed in a metal case with a door to protect the dial, meter
and switches, but which also serves as a housing for he calibration
chart and the antenna. In use the antenna is plugged into the socket
located through a hole at the top of the case. The sensitivity of the
meter depends upon the length to which the antenna is extended and and
the antenna should be adjusted in length to maximum sensitivity. The
frequncy range of the BC-906 is 150 to 225 mc. The detection is
accomplished by the diode section of a 1S5, the pentode of that tube
acting as a meter amplifier. The required voltages are 1.5 volts for the
filament, and 45 volts for the plate supply." 

This is a typical description.

I am willing to make copies of this manual, perhaps on 11" x 14" paper
at Kinkos or elsewhere, so the schematics will be more useful. There are
112 pages, so you can see this will be a labor of love, providing:

	1. there is sufficient interest to cover the cost, postage, and perhaps
a pizza lunch or two for me while I'm working on it over a hot XEROX
machine for a couple of days, and

	2. CQ (or Cowan, if they exist) no longer holds the copywrite, or will
give me permission to copy a small amount, if they continue to hold the
rights.

There are two wonderful, bring-tears-to-your-eyes full page ads; one
from Telemarine Communications, 142 W B'Way, NYC, and the other from
Barry Electronics on 512 B'Way, also in NYC:

Super Pro power transformers@ $4.50/HS-30 headsets @ $0.99/T-17 Mikes
new @ $4.95/BC-611 Walky-Talky (sorta a current subject around BA) @
$49.50, or NIB @ $74.50/BC-683 Mobile FM RX with those shiny pushbuttons
@24.95..perhaps Edith was correct.."Ah, those were the days..."

How to do this? 

First, I imagine these can be put in your mailbox for about $10-15 per
copy..I don't eat much pizza.. have to buy envelopes, pay for copying,
postage, etc

Next, I'll count heads. If you're interested, drop me an email with the
Subject Line to read: "Surplus Manual Wanted"

In the body, please enter ONLY: " I am interested in ___ copies."... and
include only your name and email address, also in the body. I'll set up
a folder for these, separate from other BA correspondence.

I'll let this run out a week or so, and see what happens. Then I'll
advise all correspondents directly, and if there are enough..say a dozen
or so... then I'll get a firm price, advise you, and at that time, you
may commit to it, or simply say no.

BTW, anyone have a hook into CQ (or Cowan?) who would be willing to help
with the copywrite question?

Best,
Herb Rosenthal W5AN

------------------------------

Date: Wed, 12 Nov 1997 20:13:06 -0500
From: Brian Bjerkelund <brianbj@compuserve.com>
To: BOATANCHORS <boatanchors@theporch.com>
Subject: Son of BC-348 Woes
Message-ID: <199711122013_MC2-27F7-2C76@compuserve.com>

Hi Group:

I would like to thank all who responded to my post of several weeks ago
concerning my newly acquired BC-348 which expired in mid-stroke of the
cleaning cloth.

After receiving the correct manual copy from Fair Radio for the "O"
variant, I discovered the plug terminal bypass cap was shorted.  Rudy
Salomon, KD6NRQ hit the nail on the head....what I thought were Micamold
Micas are in fact 10,000 mmfd PAPER 500v. caps.  There are 18 of them tot=
al
in the "O" series, all used in bypass roles.  There are also 10,000 mmfd
micas at 300 vdc used in bypass roles, but these shouldn't be a problem. =

Riiiiight!?

Anyway, I was able to listen to my BC-348 on Veterans' Day, thanks to you=

guys.  Now, where's my Mouser catalog.........

Brian, KC7ZDA
brianbj@compuserve.com

------------------------------

Date: Thu, 13 Nov 97 01:55:56 UT
From: "Allan Fritsche" <fritsche@classic.msn.com>
To: boatanchors@theporch.com
Subject: HT-32 MKI and SX-101 MKIII combo
Message-ID: <UPMAIL03.199711130156090701@classic.msn.com>


Well Gang, after two years of begging and pleading for this and that I finally
have reached my goal of getting an all original SX-101 MKIII and the HT-32
MK I sitting side by side and working.
The last straw was the the DB meter for the HT-32 and I received today from a 
list member. Thanks Jack.
Installed and all seems well.
Talk about pretty, This is a pair that should go in a collection.

Well I couldn't have put all the pieces together without the help of many
on the list... knob this, cover plate there, etc.

I like to have fun with these old critters, Ive upset some on the list
over the years, but Heck if you can't have fun in this hobby why bother...
You will probably note that I've been very good lately,  no silly jokes are
statements that have nothing to do with boats. 

I always thought I was a cute boy, even when I was in Korea and Vietnam..
back in the sixties.. Now that iam 50 years old and look like a Flat Tire
the jokes become further apart.

Last Nite I watched the History Channel and saw what our brave men did
in Okinawa and such... Ive seen them before, but for some reason they
made a big impression on me last nite. Also the Canadians doing this and that 
,dying to the last man.

Well before I take over Wayne Greens job I will end this message with a
Salute to all of the Men that have lost their lives in the battle for freedom.
No Matter what country.

Your Servant
Al
fritsche@msn.com
KD5CML


------------------------------

Date: Wed, 12 Nov 1997 20:54:05 -0600 (CST)
From: Mike Maloney <ac5p@ionet.net>
To: boatanchors@theporch.com
Subject: Valiant blowing line fuses?
Message-ID: <199711130254.UAA09500@mail.ionet.net>

Has anyone amped the line input and/or transformer primarys of their
Valiant and determined the inrush surge, standby, and key down current
values?  Also what is correct value of fuse in the line plug?  My 
schematic copy is not clear...looks like poss 6A.  Mine had 8A fuses
in line and blows on turn on.  I was wondering what to expect before
I try bringing the Valiant up slower with my 2kva variac.  

Anyone had inrush probs blowing fuses and solved them?

Tks es 73,
Mike ac5p


------------------------------

Date: Wed, 12 Nov 1997 20:54:07 -0600 (CST)
From: Mike Maloney <ac5p@ionet.net>
To: boatanchors@theporch.com
Subject: Xtal socket needed
Message-ID: <199711130254.UAA09518@mail.ionet.net>

Hello gang,  Have a nice looking antique 100kc xtal with round polished 
chrome case that I'd like to make a marker osc for my BC-348.  I needs
a socket that will fit.  Pins are 1/8" dia X 3/4" spacing and abt 1/2"
long.  Anyone have a mate in their junque box(s) they would part with?

Mike    ac5p
PO Box 33
Bartlesville,OK 74005


------------------------------

Date: Thu, 13 Nov 1997 04:01:02 -0000
From: "OZ8RO" <otterstad@inet.uni-c.dk>
To: <badger@telalink.net>, "Old Tube Radios" <boatanchors@theporch.com>
Subject: Re: Talkie-Walkie
Message-ID: <199711130403.FAA20484@inet.uni2.dk>



> 
> But what about ZED, you forgot ZED for Z......
> 
What else could it be ?   Hi

73  Rag  OZ8RO

------------------------------

Date: Wed, 12 Nov 1997 21:29:15 -0800
From: Ralph Parker <rparker@istar.ca>
To: boatanchors@theporch.com
Subject: HRO xtal
Message-ID: <1.5.4.16.19971113052915.18ef2124@istar.ca>

To Dave, VK4KDP
Re your recent BA posting re National HRO xtal not working - 
I have an HRO (model M, I think: 6D6, etc and square if cans) that I am
going to rebuild (partly converted by a previous owner, not working at
present), and the filter xtal 'rattles'. I removed the cover to see what was
what, and all looked OK to me. I thought perhaps some tensioning device had
dried out, and was going to ask the crowd for help. You beat me to it, so
I'll read your mail for some help.
73, Ralph, VE7XF


------------------------------

Date: Wed, 12 Nov 1997 23:32:25 -0500 (EST)
From: PLT1032@aol.com
To: boatanchors@theporch.com
Subject: Boatanchors
Message-ID: <971112233223_-1442124217@mrin51.mail.aol.com>

Would the military PRC-25 Manpack Radio with 1 tube be considered a
Boatanchor?


Regards,

Bob Lindgren

------------------------------

Date: Wed, 12 Nov 1997 23:15:42 -0600
From: W7FG <w7fgboat@w7fg.com>
To: boatanchors@theporch.com
Subject: FS: Drake 2A w/2-AQ
Message-ID: <199711130515.XAA14025@linux.cottagesoft.com>

Unit picked up in a multi-radio purchase, and I don't need or want it.

Condition of the front panel and  cabinet is an 8.5 but needs cleaning.  
All original KNOBS and really looks like it will clean up to be a 
super good looking reciever.

It needs electrical work - It's just been sitting around for 25 years.   

Asking price is $135 or best offer plus shipping and handling. 

Gary
><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><>
W7FG Vintage Manuals                   Telephone: 918-333-3754
3300 Wayside Drive                     Orders Only: 800-807-6146
Bartlesville, Oklahoma 74006           HomePage:  http://www.w7fg.com
                   Direct E-Mail:  w7fg@w7fg.com         
><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><>


------------------------------

Date: Wed, 12 Nov 1997 23:15:44 -0600
From: W7FG <w7fgboat@w7fg.com>
To: boatanchors@theporch.com
Subject: FS: Drake SW-4A
Message-ID: <199711130515.XAA14028@linux.cottagesoft.com>

Unit picked up in a multi-radio purchase, and I don't need or want it.

Condition of the front panel and  cabinet is an 9.5+, all origional.

I put it on a short antenna and feel from the results that it may need
alignment or so, lacking in sensitivity.  

Asking price is $175 or best offer plus shipping and handling. 

Gary
><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><>
W7FG Vintage Manuals                   Telephone: 918-333-3754
3300 Wayside Drive                     Orders Only: 800-807-6146
Bartlesville, Oklahoma 74006           HomePage:  http://www.w7fg.com
                   Direct E-Mail:  w7fg@w7fg.com         
><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><>


------------------------------

Date: Wed, 12 Nov 1997 23:40:36 -0800 (PST)
From: "Ray L. Mote" <rmote@rain.org>
To: Boatanchors <boatanchors@sco.theporch.com>
Cc: John Wright <dxer@fl.net.au>
Subject: Aussie needs HQ-120X manual, parts
Message-ID: <Pine.SUN.3.96.971112233658.14468A-100000@coyote.rain.org>

Got the following from BA listmember:

---------- Forwarded message ----------
Date: Wed, 12 Nov 1997 23:24:39 +1000
From: John Wright <dxer@fl.net.au>

Hey mate Do you know where I can get my hands on a copy of the
Hammerlund HQ120X manual?
Got a mate with a bung set, Hey someone sold hime the set with half the
guts missing.

If you know someone with one let me know the cost and will export some
dollars.

Also Ray got a problem posting stuff to BA's, really it is a blessing as
I would be in bankruptcy now. I actually have got several things already 
including manuals and parts.
Gee you guys over there have got it all.

Regards Johno

Reply directly to John at <dxer@fl.net.au>, *not* to me!
(forwarded by Ray Mote, K5FKT  <rmote@rain.org>  Oxnard, CA)



------------------------------

Date: Thu, 13 Nov 1997 02:59:43 -0500
From: Charles Ring <charlesr@infonline.net>
To: boatanchors@theporch.com
Subject: Re: Valiant blowing line fuses?
Message-ID: <346AB36F.3DAE@infonline.net>

Mike Maloney wrote:
> 
> Has anyone amped the line input and/or transformer primarys of their
> Valiant and determined the inrush surge, standby, and key down current
> values?  Also what is correct value of fuse in the line plug?  My
> schematic copy is not clear...looks like poss 6A.  Mine had 8A fuses
> in line and blows on turn on.  I was wondering what to expect before
> I try bringing the Valiant up slower with my 2kva variac.
> 
> Anyone had inrush probs blowing fuses and solved them?
> 
> Tks es 73,
> Mike ac5p

8 amps is the correct value for the Valiant line plug fuses. If they are
blowing when you turn on the filaments you have a short for sure.
Otherwise it's been too long for me to remember what the proper currents
are.

The schematic doesn't say whether or not the 8 amp fuses should be
slow-blow. The heavily altered Valiant I have here (audio section
removed - I didn't do it) has 5 amp slow blow fuses in the plug.

73 de W3NU, ex-WA8VNU

------------------------------

Date: Thu, 13 Nov 1997 10:29 +0000 (GMT Standard Time)
From: midshires@cix.co.uk (Andrew Emmerson)
To: rbarmore@indy.net
Cc: boatanchors@theporch.com, midshires@cix.co.uk
Subject: Re: Talkie-Walkie
Message-ID: <memo.19971113102935.59433h@midshires.compulink.co.uk>

Hallo there!

> Of course it's "Talkie-Walkie" in French--most of the Romance languages
use grammatical forms similar to Latin, and after two years as a C- HS
Latin student, I still remember that Latin builds sentences inside-out to
English. :)  Betcha a nickel the form we're used to sounds silly to the
French when transliterated!


Hmm... perhaps!

>One of the abiding mysteries is why fast food that's "Carry-Out" in
North American nations is "Take-Away" in other countries sharing the
language!

We find it odd that you folk talk about food "to go". Still, any nation
that mixes the words 'alternate' and 'alternative' without realising the
two words have a totally different meaning puzzles me (sorry, not meant as
a personal dig!).

>But I'd trade never knowing the why of that for a listing of
the ?phonetic? ABCs that use "ack" for A, "emma" for M, and "toc" for
T....)

That's easy! I quote from SIGNAL TRAINING (ALL ARMS) 1938...

Ac
Beer
Charlie
Don
Edward
Freddie
George
Harry
Ink
Johnnie
King
London
Monkey
Nuts
Orange
Pip
Queen
Robert
Sugar
Toc
Uncle
Vic
William
X-Ray
Yorker
Zebra

This alphabet, which was not the same as the one used by the Post Office
telephone service, was widely used in the First World war but was
abandoned a little way into WW2 when (guess what?), the American alphabet
was adopted for better harmonious relations with our Allies.

Bits of this alphabet survive in the names of _Don 8_, a type of army
field telephone cable, and Toc H, a Christian organisation founded during
WW1.

There is an alternative alphabet with

'Ay for 'orses
Beef or mutton
See for yourself
Diefenbaker (the n is not pronounced)
'Eave a brick
Effervescence (pron. F for pheasants)
Chief of Pilice (pron. G for police)
H for scratch (itch for scratch)
Ivor Novello (singer's name)
Jaffa Orange (pron. Jayffa orange)
Kay Frances (pron. kay fer arnses)
'Ell for leather
M for siss (emphasis)
N for mation
O for a pee
P for relief
Q for everything (wartime expression: queue for everything. You say 'stand
in line', we say 'queue')
R for mo (short for 'half a moment')
S fer Williams (Esther Williams, singer)
T for two
U for fox (Uffa Fox, famous yachtsman)
V for La France (Vive La France)
W or quits (gambling expression)
X for breakfast
Y for lover (wife or lover)
Z fer breezes (zephyr breezes)

>Yours from the country where the buildings don't have a ground floor
but skip right from the cellar to the first storey; 'sa wonder they don't
fall over or something!

Well, you can't have a zero'th floor, can you?!?

73, Andy.

Andrew Emmerson/Midshires Mediatech/405 Alive
tel: 07000-405625, international +44 1604-844130
fax: 01604-821647, international +44 1604-821647
Pursuant to US Code, Title 47, Chapter 5, Subchapter II, '227, any and all
unsolicited commercial e-mail sent to this address is subject to a
download and archival fee of $500. E-mailing denotes acceptance of these
terms.

------------------------------

Date: Thu, 13 Nov 1997 05:18:31 -0800
From: cormac@quicktel.com (Cormac Thompson)
To: ac5p@ionet.net
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Valiant blowing line fuses?
Message-ID: <346AFE27.4013@quicktel.com>

Mike Maloney wrote:
> Anyone had inrush probs blowing fuses and solved them?
> 
Fought this for years when the HV was applied.  Turned out to be an
intermittment short inside the accessory socket housing where all the
choke and cap bypassed wires went into the socket.  A real rats nest and
since I never used the socket, it was removed.  Haven't blown a fuse
since in the last ten years!

73  Cormac, W7JHS

------------------------------

Date: Thu, 13 Nov 1997 07:47:30 -0600 (CST)
From: Avery Comarow <acomarow@USNEWS.COM>
To: <ac5p@ionet.net>
Cc: boatanchors@theporch.com
Subject: Re: Valiant blowing line fuses?
Message-ID: <199711131347.HAA05557@sco.theporch.com>

At 10:09 PM 11/12/97 -0500, ac5p@ionet.net wrote:
>Has anyone amped the line input and/or transformer primarys of their
>Valiant and determined the inrush surge, standby, and key down current
>values?  Also what is correct value of fuse in the line plug?  My 
>schematic copy is not clear...looks like poss 6A.  Mine had 8A fuses
>in line and blows on turn on.  I was wondering what to expect before
>I try bringing the Valiant up slower with my 2kva variac.  
>
>Anyone had inrush probs blowing fuses and solved them?
>
>Tks es 73,
>Mike ac5p
--------------------------------------------------------------------------------
I don't have a Valiant, but you might take a look at Jim Garland's article
in Electric Radio (July 97) concerning inrush protection for the Viking 500,
which apparently has a rep for popping fuses.  Jim used a peak-hold meter to
capture the inrush current and discovered that, in his words, "the factory
specified fuse ratings are not well thought out."  He added current-inrush
thermistors to the primaries and resized the fuses.

I'd bet that unless you're blowing fuses at every turnon, suggesting a short
somewhere, your Valiant might benefit from Jim's findings.

73, Avery W4OGK

------------------------------

Date: Thu, 13 Nov 1997 09:01:26 -0500 (EST)
From: MNHopkins@aol.com
To: Boatanchors@theporch.com
Cc: kevin.reeves@juno.com, kbritain@johnstontech.com
Subject: Big boom theory of grounds?
Message-ID: <971113090126_540670314@mrin58.mail.aol.com>

They told us in the Navy to avoid loose women and not to use natural gas
lines for grounds.

Here later in life I've gotten arrond to using a gas line ground, and it has
been less trouble than loose women.

But I have not persued the ground as sedulously, perhaps, running only about
15W in which is all one needs on 6M CW and all I ever run on HF except for
occasions.  An occasion is coming in that I need to test one of these old
Chippewa amps -- the ones with the back-breaking outboard p/s.

So, scholars, when I pump out 350W of full carrier AM, will my gas line
ground set off the biggest boom down here since Texas City?

73 de ab5l, michael at ground zero in dallas. student of Tecraft and
International Crystal (ICM) ham products and mementoes of Six Meters' Golden
Age: 1957-58

------------------------------

Date: Thu, 13 Nov 1997 08:14:51 -0600 (CST)
From: Bob Roehrig <broehrig@admin.aurora.edu>
To: MNHopkins@aol.com
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Big boom theory of grounds?
Message-ID: <Pine.ULT.3.96.971113081200.10602D-100000@admin.aurora.edu>

On Thu, 13 Nov 1997 MNHopkins@aol.com wrote:

> So, scholars, when I pump out 350W of full carrier AM, will my gas line
> ground set off the biggest boom down here since Texas City?

You should never use a gas line for ground. Bad practice. In some cases
there is actually an insulated fitting on the line (usually at the meter)
which voids the ground connection anyway. But with enough RF, one could
arc over that insulator or fracture it causing a spark which could ignite
the gas. 


         UFO's are real!  (It's the Air Force that does not exist)
        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-5530


------------------------------

Date: 13 Nov 1997 09:27:10 -0600
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu>
To: boatanchors@sco.theporch.com
Subject: Comet:  And the winners are.....
Message-ID: <1997Nov13.092711-0600@spike.vuse.vanderbilt.edu>

With respect to my Comet Pro problems (heterodyne, regeneration) the
winners are...  all of the Good Folk who said "oscillating IF" or "bad
IF bypass", including Gary Gitzen, Larry W6WUH and John Ward.  Worked
like this:  Many of the grounds in this critter are flat lugs fastened
to the chassis with machine screws.  The chassis is cad-plated,
getting a little powdery.  (You'd be getting a little powdery too if
you were 65 yrs old....)  The culprit was a ground lug on the first IF
that was fastened with a tube socket screw.  The tube socket is
phenolic (no direct contact with chassis on that side).  On the other
side, the screw goes through the shield base before the chassis.  The
activity of the evening was removing all of the shield bases whose
screws were used for grounding and doing the war brush dance, and
adding star washers to all lugs.  Voila! It's a radio again.

Impressions:  This is an interesting box.  Moore considers its
immediate predecessor, the Comet, (arguably) the first true
commercial boatanchor, in that it is superhet, multi-band and 
has a BFO.  This particular unit dates from 1932 and has a crystal
filter as well.  The design and construction are very solid and
conservative in the best Hammarlund tradition.  For example, the IF
adjusts are big (2") air variables.  

The tuning is not exactly state-of-the-art.  There are three caps, one
for the oscillator, one for the RF and a four-section cap for
bandspread.  Procedure is to set the oscillator roughly where you want
to be, peak the RF and then hunt with the bandspread ("Dial
calibrations?  We don' need no steenkin' dial calibrations!"). The
bandspread is pretty broad (about 500 kHz at 5 mHz), and when you find 
something amusing, it is generally necessary to repeak the RF.  At
least in this one, the oscillator and RF don't track well at all.  
One runs out of RF well before the oscillator is finished.  I may mess
with some padding.

The BFO is a hoot, in that its frequency adjust is done with a lever
on top of the coil can.  One lifts the lid of the case to change the
frequency.  Even though there is only one gain control (which varies
the cathode voltage on the two IF stages) there is enough BFO
injection to copy SSB very nicely by the time one finishes messing 
with all of the knobs.

Sensitivity is fairly good, with very clear reception of a 3 uV signal
from the URM25E and discernible detection with a 1 uV signal.
Bandwidth is something of a problem.  According to published curves
(with thanks to Al Klase) it's about 5 kHz at 6 dB and 10 kHz at 20
dB.  There are some problems in international bands and copying
crowded CW is very hard.  The crystal filter helps a little, but 
still seems pretty broad.  My impression is that it sharpens the
edges, but still passes at least 2-3 kHz.  Haven't measured it yet.

A Mighty Fine Old Radio.
				73		A. B. Bonds

------------------------------

Date: Thu, 13 Nov 1997 8:56:00 -0800
From: GIBSON@ASTRA.LBL.GOV
To: boatanchors@theporch.com
Subject: Painting engraved panels
Message-ID: <971113085600.27e00154@ASTRA.LBL.GOV>


 I have successfully used the following system to fill in engraved letters
on panels.
 First the panel was repainted with gloss enamel oil base paint. After a couple of days to let the panel dry hard, it was placed flat and the letters filled
to the brim with gloss white acrylic water based paint. The excess white paint
was sqee-geed to one side (I used a 2x2x1/4 inch piece of hard rubber). This
puddle of excess paint was mopped up with tissue and the panel left to dry
for a day. This left a haze of white paint around the lettering which was
removed by putting a squirt of Windex on a nearly dry cellulose sponge and
gently rubbing the haze away.
 Caution. Because of possible unfavorable reactions between your paints and
chemicals, first test a small obscure area on the rear of your precious panel!
                                                    
      John. Does anyone have a service manual for a Gonset G-43 I could get 
            a phtocopy of please? Thanks.

------------------------------

End of BOATANCHORS Digest 1772
******************************

>From ???@??? Fri Nov 14 03:36:48 1997
Message-Id: <199711140136.TAA21510@sco.theporch.com>
Date: Thu, 13 Nov 1997 19:36:16 CST
Subject: BOATANCHORS digest 1773
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Date: Thu, 13 Nov 1997 07:59:39 -0800 (PST)
From: David Ragsdale <doragsda@polymail.cpunix.calpoly.edu>
To: boatanchors@theporch.com
Subject: Re: Big boom theory of grounds?
Message-ID: <199711131559.HAA11934@rubens.artisan.calpoly.edu>

At 09:01 AM 11/13/97 -0500, you wrote:

>So, scholars, when I pump out 350W of full carrier AM, will my gas line
>ground set off the biggest boom down here since Texas City?
>
Gas lines won't explode.  LEAKS from gas lines explode.  The inside of the
line is much too fuel rich to support combustion.

I "think" gas lines have an insulating bushing at the house riser, though,
so it may not be much of a ground.  I'd be willing to bet it violates the
electrical code, anyway, so it's best to be safe and install a ground rod.

73
Dave
KF6BOM

David Ragsdale, R.E.H.S., Environmental Health and Safety Manager
Risk Management, California Polytechnic State University, San Luis Obispo
dragsdal@calpoly.edu   *******   doragsda@oboe.calpoly.edu


------------------------------

Date: Thu, 13 Nov 1997 11:06:18 -0500 (EST)
From: "David L. Thompson" <thompson@mindspring.com>
To: boatanchors@sco.theporch.com
Subject: Update on Eldico Twins
Message-ID: <1.5.4.16.19971113120656.2b3ff9c4@pop.mindspring.com>

Thanks for the several messages regarding the "stiff" tuning og the PTO's
with the Eldico Twins.  Seems the internal lubricant has frozen (or
disappeared).  Most advise to lub the outside and run the rig for awhile to
hope the PTO's loosen up.

Two said their Eldico twins (past or present) did not have the problem so
there is hope.

Next step is to get them all checked out...

73, Dave K4JRB 


------------------------------

Date: Thu, 13 Nov 1997 10:00:31 -0600 (CST)
From: Bob Roehrig <broehrig@admin.aurora.edu>
To: David Ragsdale <doragsda@polymail.cpunix.calpoly.edu>
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Big boom theory of grounds?
Message-ID: <Pine.ULT.3.96.971113095330.19244A-100000@admin.aurora.edu>

On Thu, 13 Nov 1997, David Ragsdale wrote:

> Gas lines won't explode.  LEAKS from gas lines explode.  The inside of the
> line is much too fuel rich to support combustion.

Yeah, that's what I meant but wanted to keep the remark short. But I have
seen cases where the insulated fitting cracked/ruptured and a flame
resulted (not an explosion). My good friend's wife once asked why there
was a pilot light on the gas meter :-). This was after a lightning strike.

> I'd be willing to bet it violates the
> electrical code, anyway, so it's best to be safe and install a ground rod.

Yeah, it sure does around here and probably in most places.

         UFO's are real!  (It's the Air Force that does not exist)
        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-5530


------------------------------

Date: Thu, 13 Nov 97 11:21:04 EST
From: jkh@lexis-nexis.com (John Heck)
To: boatanchors@theporch.com
Subject: Re:Big boom theory of grounds? 
Message-ID: <9711131621.AA02557@beans.lexis-nexis.com>

I think that the problem may be that gas lines do not jumper across the meter where
it enters your house. This *might* be a potential for arcing, but inside the meter
or inside the line should be no problem due to the lack of oxygen, which would pre-
vent combustion. Without the jumper acrocc the meter, though, it would be a lousy
ground.
Regards,
John Heck, KC8ETS
1009 Donson Drive
Dayton, Ohio 45429
(937)865-7036(work)
jkh@lexis-nexis.com

------------------------------

Date: Thu, 13 Nov 1997 11:28:00 -0500 (EST)
From: PLT1032@aol.com
To: boatanchors@theporch.com
Subject: PRC-25
Message-ID: <971113112759_969550221@mrin42.mail.aol.com>

Does anyone out there have any Carry Handles, Knobs and Connector Covers for
PRC-25's?

------------------------------

Date: Thu, 13 Nov 97 13:02:05 EST
From: jkh@lexis-nexis.com (John Heck)
To: boatanchors@theporch.com
Subject: Will Work for Artical from Radio Age(Aug. 1993)
Message-ID: <9711131802.AA02599@beans.lexis-nexis.com>

Folks,
I am looking for someone who will copy an article from Radio Age's August, 1993
issue. The article is a plan for a capacitor leakage tester and reformer. If anyone
has this issue, please let me know. Thanks.
Regards,
John Heck, KC8ETS
1009 Donson Drive
Dayton, Ohio 45429
(937)865-7036(work)
jkh@lexis-nexis.com

------------------------------

Date: Thu, 13 Nov 1997 10:27:25 -0800
From: "W6WUH  Larry" <rau@wco.com>
To: <ac5p@ionet.net>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Line fuses-in rush
Message-ID: <199711131827.KAA07143@shell.wco.com>

my lovely (stinking) HQ-170 draws more than 3 amps in rush when it first
starts up...so I am not surprised that your valiant draws more than six
with  5 6146's  3 rectifiers, etc....how old are the electrolytics in the
low voltage supply ?   ( I am assuming the High B+ supply has a filter
choke and oil filled low value caps like the Vikings.. so that isn't likely
the source of your problem)...

6 amp slow blows may have been the intended fuse.. how many watts AC is the
thing supposed to draw ?

I yield to Valiant owners for facts...

larry



 

------------------------------

Date: Thu, 13 Nov 1997 10:37:41 -0800
From: "W6WUH  Larry" <rau@wco.com>
To: <MNHopkins@aol.com>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Its a gas !
Message-ID: <199711131838.KAA11651@shell.wco.com>

loose women wont kill you if you treat them right.. just the contrary...

leaking gaslines are different...also under ground they are wrapped in tar
and plastic making them a capactive couple to ground at best... the
currents induced hasten corrosion at joints,, which makes nasty things
happens... maybe under your house.. maybe under the neighbors.

How do you feel about your neighbors. ?/ Hi HI !

larry

------------------------------

Date: Wed, 12 Nov 1997 13:02:39 -0700
From: Ken_Warren@beavton.k12.or.us (Ken Warren)
To: boatanchors@theporch.com
Subject: Painted on Lettering
Message-ID: <1091301342.1200515@beavton.k12.or.us>

Reading the engraved lettering thread brings up my problem of redoing painted on
lettering as I have on the JT-350 front panel which is in need of restoring. I
have not been pleased with any decals that I have seen, so I have been thinking
of doing a silkscreen process. Not having done this before I wonder if anyone
has any hints on this procedure and ideas where to buy materials or is there a
better way to restore the lettering?   Thanks for any info.

Ken Warren K7RPX

Ken_Warren@beavton.k12.or.us
KenwK7RPX@worldnet.att.net
--
Beaverton School District
Beaverton, Oregon


------------------------------

Date: Thu, 13 Nov 1997 11:39:54 -0700 (MST)
From: Richard Loken <richardlo@devax.admin.athabascau.ca>
To: Tom Norris <badger@telalink.net>
Cc: Old Tube Radios <boatanchors@theporch.com>,
        ~richardlo@devax.admin.athabascau.ca
Subject: Re: Talkie-Walkie
Message-ID: 
 <Pine.PMDF.3.95.971113113742.541065824A-100000@devax.admin.athabascau.ca>

On Wed, 12 Nov 1997, Tom Norris wrote:

> Bobbi sez....
...
> >the ?phonetic? ABCs that use "ack" for A, "emma" for M, and "toc" for
> >T....)
...
> But what about ZED, you forgot ZED for Z......

In Canada in my youth ZEE was a brand of toilet paper and for me that it will
remain for ever.

As a ZED person I recall listening to Americans yell, "QRZED QRZED THE
FREQUENCY THIS W6XYZEE..."  Hey, it worked for them.
---
   Richard Loken VE6BSV, Systems Programmer - VMS  
   Athabasca University
   Athabasca, Alberta Canada
   ** richardlo@admin.athabascau.ca **


------------------------------

Date: Thu, 13 Nov 1997 13:15:44 -0600
From: bdhall@ghg.net (Benjamin D. Hall)
To: BoatAnchors@SCO.ThePorch.Com
Subject: Re: Painted on Lettering
Message-ID: <3.0.32.19971113125526.0070fcf4@mailman.ghgcorp.com>

While on the subject of engraved lettering, do y'all have any suggestions
how to do it with wrinkle finish paint?

My National RCP is now working great, but it looks terrible.  So, I'm
thinking about repainting it with a wrinkle paint like the original finish.
 But how do you fill in the engraved lettering?  I cannot see how I'd be
able to get rid of the smearing from lacquer stick or other paint without
potentially damaging the wrinkles.

Anyone know how National did it when it was new?

Maybe I'll just leave it the way it is - as a tribute to the heck this
receiver has been thru...

Thanks and 73,
Ben
---
Benjamin D. Hall, KD5BYB, Engine and radio collector / operator
extraordinaire.  Located in Houston, Texas, USA.
e-mail:  BDHall@ghg.net  web:http://www.ghgcorp.com/bdhall

------------------------------

Date: Thu, 13 Nov 1997 19:50:22 +0000
From: Sandy W5TVW <ebjr@worldnet.att.net>
To: rdkeys@csemail.cropsci.ncsu.edu, boatanchors@theporch.com,
        glowbugs@www.atl.org
Subject: Re: 1802R500 and 1995R000 were open last nite
Message-ID: <19971113195012.AAC20852@LOCALNAME>

At 05:28 PM 11/13/97 +0000, you wrote:
>Sandy/W5TVW, Dale/AD4YH, and I did some testing on 1802R500 and 1995R000
>and the band was open to LA from NC, quite well.  Sandy was a 459 to a 559
>on my end.  Sounds like some of the crew needs to test the waters on the
>200 meters and down QRG.
>
>73/ZUT DE NA4G/Bob UP
>
>

Bob beat me to this!  I was only running 40 watts out to a quarter wave
"ELL" antenna worked against ground.  My aerial current was about 1.6 amps
last night.  Come on in guys, the water's fine!

73,
E. V. Sandy Blaize, W5TVW
"Boat Anchors collected, restored, repaired, traded and used!"
417 Ridgewood Drive
Metairie, LA., 70001

**860 Hartley 'ECO' under construction****
*** Looking for a TRC-10 transceiver ******
*** looking for an RAL receiver ***********


------------------------------

Date: Thu, 13 Nov 1997 15:42:06 -0500
From: Ed Sieb <esieb@gmsiworld.com>
To: "'BoatAnchors'" <boatanchors@sco.theporch.com>
Subject: Speaking of painting...
Message-ID: <01BCF04A.B3125320@dstephen.gmsiworld.com>

Hello to all,

I've been researching Boat Anchor paint. I've been looking for good =
convenient sources of black Wrinkle paint and Hammertone paint and have =
found some useful sources and addresses:

Black Wrinkle:
	We all know about Krylon  #3370, typically available at most =
well-stocked auto parts stores and "speed shops".
	Plasti-Kote #217, and Tempo "Professionals Choice" # 817. Both are =
available from Plasti-Kote, Medina, OH,   44256. Sold at better stocked =
auto-parts, and speed shops.

=09
Hammertone:
	Hammerite, Hammered  Finishes.  The real thing.  Available in gray, =
silver gray, blue, bronze, etc, etc. Basically available in virtually =
all colors. Comes in half-pints, pints, quarts, gallons and spray cans. =
I located some in Painesville, OH. at  HDS Industrial Coatings,  =
216-354-9667.  (Closest in the Cleveland area)
Hammerite business address:  Hammerite,  3003 S. Tacoma way, Tacoma, WA  =
98409.  800-733-4413, ask for customer service and the name of the =
closest dealer to you.

In Canada, call Munby & Assoc, at 905-812-9315 to locate the closest =
dealer.  There are three dealers in the Ottawa area.
=09
R&R Designs and Antique Electronic Supply of course both stock paint =
too.  I'll post some additional info as I discover it.

73, de Ed   VA3ES/VE2BAQ		(that's Boat Anchor Quality)

~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
Ed Sieb, VA3ES  		esieb@gmsiworld.com
P. O. Box 8377, Ottawa Terminal, Ottawa, Ontario,  K1G 3H8
613-738-8924  (H)     613-599-5161	(W)=09
AMI #529  Canadian Division Director.
Member - Radio Club of America,  QCWA,  AWA
Net Manager - Canadian Boat Anchor Net (3745 Kcs)
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~



------------------------------

Date: Thu, 13 Nov 1997 15:44:29 -0500
From: Ed Sieb <esieb@gmsiworld.com>
To: "'BoatAnchors'" <boatanchors@sco.theporch.com>
Subject: WTB: Brown Bros. BTL-A, or parts thereof
Message-ID: <01BCF04B.07EE4340@dstephen.gmsiworld.com>

Hello to all,

I'm looking for a Brown Brothers (Machine Co.) iambic paddle, type =
BTL-A. A complete specimen, in good condition preferred, but I'll take a =
parts unit too. =20

A couple of weeks ago, I accidentally bumped my own unit off the table =
and it suffered a little damage: the flat, spring-steel "hinge" which =
holds one of the paddle arms to the frame became bent and cracked. I now =
need to replace that piece of flat spring-steel (.005" thickness). Does =
anyone have such an item?

73, de Ed   VA3ES/VE2BAQ		(that's Boat Anchor Quality)

~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
Ed Sieb, VA3ES  		esieb@gmsiworld.com
P. O. Box 8377, Ottawa Terminal, Ottawa, Ontario,  K1G 3H8
613-738-8924  (H)     613-599-5161	(W)=09
AMI #529  Canadian Division Director.
Member - Radio Club of America,  QCWA,  AWA
Net Manager - Canadian Boat Anchor Net (3745 Kcs)
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~



------------------------------

Date: Thu, 13 Nov 1997 15:45:50 -0500
From: Ed Sieb <esieb@gmsiworld.com>
To: "'BoatAnchors'" <boatanchors@sco.theporch.com>
Subject: WTB: Inductance Meter/Bridge
Message-ID: <01BCF04B.38B60E40@dstephen.gmsiworld.com>

Hello to all,

I'm looking for a good, usefull and relatively compact Inductance Meter =
(or bridge). I've noted several mentions of different models here =
previously, particularly the General Radio units. I need to be able to =
measure inductors up to several hundred Henries, (at at least one =
ampere) Would any of you test instrument mavens care to comment on what =
a suitable candidate might be? It should also be small enough to fit in =
the shelf of a test bench.

73, de Ed   VA3ES/VE2BAQ		(that's Boat Anchor Quality)

~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
Ed Sieb, VA3ES  		esieb@gmsiworld.com
P. O. Box 8377, Ottawa Terminal, Ottawa, Ontario,  K1G 3H8
613-738-8924  (H)     613-599-5161	(W)=09
AMI #529  Canadian Division Director.
Member - Radio Club of America,  QCWA,  AWA
Net Manager - Canadian Boat Anchor Net (3745 Kcs)
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~



------------------------------

Date: Thu, 13 Nov 1997 14:56:17 -0600
From: launerb@crl.com (William H. Launer)
To: boatanchors@theporch.com
Subject: Re: Big boom theory of grounds?
Message-ID: <v01530500b090dc20cf87@[192.0.2.1]>

The gas lines being buried in new construction in the St. Louis area are
plastic, so wouldn't afford much grounding.  There is an insulated tracer
wire co-located with the plastic line, but don't know if it's connected to
the meters, or not. In either case, it's probably against the codes for a
consumer to use it for any grounding purpose.

73, Bill wb0cld


Bill Launer
St. Charles, MO
launerb@crl.com
wb0cld@wb0cld.ampr.org [44.46.66.25]
qrp-l #279      qrp arci #3551
Grid Square EM48RT



------------------------------

Date: 13 Nov 1997 15:31:50 -0600
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu>
To: boatanchors@sco.theporch.com
Subject: Re: Speaking of painting...
Message-ID: <1997Nov13.153151-0600@spike.vuse.vanderbilt.edu>

In <01BCF04A.B3125320@dstephen.gmsiworld.com>, Ed Sieb wrote:

>Hammertone:
>	Hammerite, Hammered  Finishes.  The real thing. 
Available in
gray, silver gray, blue, bronze, etc, etc. Basically 
available in virtually all colors.

Available from the Eastwood Company (they have a web site).
I think Sears now carries their stuff, at least at Western Auto
places.
			A. B. Bonds


------------------------------

Date: Thu, 13 Nov 1997 13:39:57 -0800
From: Matt Jodziewicz <mattj@orausa.com>
To: "'boatanchors@theporch.com'" <boatanchors@theporch.com>
Message-ID: <01BCF039.A297F100@mattj.orausa.com>

I recently got a Drake TR4 but need the manual to get
it working.  Can anybody help out??  I can trade other
Drake manuals for the B or C line or even TR-7 or pay
copying costs, etc.  I would like to get this little guy
working again as it seems like a fun little rig.

	Thanks.

	Matt  WB2VZS

------------------------------

Date: Thu, 13 Nov 1997 13:43:09 -0800
From: "W6WUH  Larry" <rau@wco.com>
To: "boatanchors" <boatanchors@theporch.com>
Subject: HQ-170 Stability some observations
Message-ID: <199711132143.NAA17388@shell.wco.com>

I just bought my first HQ-170  ( not an A)... and though it had "just been
aligned" by the seller... i decided to at least give it a bath, and clean
its switches and  tube pin/sockets pots.. the usual drill.

I wasn't exactly thrilled with it's mechanical construction( which is a
whole lot more like a 1939 zenith than i would like)  or some of its parts,
like a long phenolic bandswitch.

I decided to fire the thing up with the case off...and listen for a while.
I  was surprised ( alarmed) at the frequency excursions this thing will
make if you move the front panel.

The dial assy and panel configuration will transmit a significant amount of
stress and torque to the tuning capacitor....and even  with the weird
double panel and a cast aluminum ring this remains true. In part because
the main chassis is really too flimsy.. or put another way..too big , and
there is no diagonal bracing between the panels and the side of the
chassis.. so without the case it can rock back and forth..causing the
maining tuning cap to wander.. and the whole tuning assembly to get
tweaked.

Now..what hammarlund did do, is to depend  entirely on a heavy and rigid
case to triangulate and fix the main panel... and I suspect the cast
aluminum trim ring may have been a "fix" of the prototype...though that is
pure conjecture.

At any rate.. what is certain is that the mating of the case to the cast
ring... and the rigidity of the resulting structure is of paramount
importance to this receivers stability. With out it , it would resemble
something in a wooden console.

I found the big phillips screws which hold my front panel to the chassis to
be " loose".. and I gave them a good cinching down.. together with the
screws at the back and top of the cabinet.

Which the cabinet on, I find that on 80 and 160 at least.. I can copy SSB
for long periods with no drift problems at all... something I didn't expect
to be doing with this receiver... so I am quite happy... no experience yet
in the triple conversion mode  on the higher bands, where the electrical
stability of the vfo may prove "interesting". I dunno yet.

Any how its not my old 140 x nor my long gone 180A either.






------------------------------

Date: Thu, 13 Nov 1997 16:45:35 EST
From: w1nml@juno.com (Lock Pingree)
To: boatanchors@sco.theporch.com
Subject: Swan Twins
Message-ID: <19971113.140715.7551.3.w1nml@juno.com>


Hi Gang !

I recently picked up a Swan  600T and 600R  transmitter and receiver
set. Wonder if any of the Swan aficionados on the list have comments to
offer pro or con about this set.

Also, does anyone have the manuals for these unit that they could copy
for me ?  Expenses gladly reimbursed.

Thanks.

73,...............Lock



W1NML/7
AMI #639                  QCWA #15033
Phoenix, AZ 

------------------------------

Date: Thu, 13 Nov 1997 16:53:15 -0500 (EST)
From: Paul Bernhardt <bern@ppdu.nrl.navy.mil>
To: boatanchors <boatanchors@theporch.com>
Subject: BC-348 8-pin Connector Alert
Message-ID: <Pine.A32.3.91.971113165041.14061C-100000@ppdu.nrl.navy.mil>

Now Hear This!
Fair radio has a stock of 8-pin BC-348 connectors for sale at $9.00 each.
That Is All!
(Fair Radio Phone: 419-223-2196, FAX: 419-227-1313)

Work:P.A. Bernhardt                Home: Paul Bernhardt, KF4FOR
     Code 6794                           5704 Ridge View Dr.
     Naval Research Laboratory           Alexandria, VA 22310
     Washington, DC 20375
Tel: 202-767-0196                        703-960-9656
FAX: 202-767-0631


------------------------------

Date: Thu, 13 Nov 1997 17:16:44 -0500
From: John Shriver <jas@shiva.com>
To: esieb@gmsiworld.com
Cc: boatanchors@theporch.com
Subject: Re: WTB: Inductance Meter/Bridge
Message-ID: <199711132216.RAA11781@brill.shiva.com>

The classic GenRad impedance bridges (general purpose R, L, & C) are
the 650-A, the 1650-A, and 1650-B.  The first is black, tabletop,
sloped top, with a wood case.  Definitely not portable.  The latter
two are portables, in a clamshell aluminum case.  The difference
between 1650-A and 1650-B is primarily aesthetic.  Going price for the
1650's appears to be about $75 to $100.  Not at all rare, very
reliable. 

The 1650's will get you up to 1100 H.  But at AC (audio frequency),
and with no DC bias.  You can bias up electrolytic caps, but not
inductors. 

But, it you want measure with an ampere on the inductor, you're into
the heavy duty incremental-inductance bridges.  The model that's in my
GenRad catalog U is the 1633-A.  It's a substantial 31 pound tabletop
instrument.  But it has no internal generators, you'll need both AC
and DC ones.  GenRad supplied the 1265-A DC power supply to go with
it, and the 1308-A oscillator, both meet the demands of driving the
load that it and the DUT pose.  These three were available in a rack
as the 1630-AV.  It was a cool $4800 in 1970.

I don't think I've ever seen one for sale in the flesh.  Rather exotic
beast. 

I'm sure that there were eariler GenRad incremental-inductance bridges.

------------------------------

Date: Thu, 13 Nov 1997 16:29:49 -0800
From: Brian.Harris@sv.sc.philips.com (Brian Harris)
To: boatanchors@theporch.com
Subject: DX-35 & S-38 schematics
Message-ID: <000729B1.1914@svlima.sv.sc.philips.com>

I would like to get copies of these schematics.  They will go to a potential new
boatanchor member and 3.58 Mc advocate.  Advise cost.  Thanks.

Brian Harris WA5UEK 'The Cosmophone Collector'  

------------------------------

Date: Thu, 13 Nov 1997 18:42:20 -0500
From: Ed Sieb <esieb@gmsiworld.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Inductance Meter/Bridge: The verdict is in!
Message-ID: <01BCF063.E043CEA0@dstephen.gmsiworld.com>

Hello All!

Thanks to some cogent input from Sandy, W5TVW,  John Shriver and Morris =
Odell,  I have my answer:
So, now I'm definitely looking for a General Radio model 1650 A, or 1650 =
B. Anyone knowing of any suitable candidates, "surplus to one's =
requirements", please let me know.  Thanks,

73, de Ed   VA3ES/VE2BAQ		(that's Boat Anchor Quality)
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
Ed Sieb, VA3ES  		esieb@gmsiworld.com
P. O. Box 8377, Ottawa Terminal, Ottawa, Ontario,  K1G 3H8
613-738-8924  (H)     613-599-5161	(W)=09
AMI #529  Canadian Division Director.
Member - Radio Club of America,  QCWA,  AWA
Net Manager - Canadian Boat Anchor Net (3745 Kcs)
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~



------------------------------

Date: Thu, 13 Nov 1997 17:48:12 -0600
From: Chris Lamousin <chrisl@netdoor.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ARRL Lightning Calculator
Message-ID: <346B91BB.FF800689@netdoor.com>

After the last flurry of messages on the calculator, I took it upon
myself to email the ARRL and see if they would be receptive to giving
out a template copy. I told them that it would be made available at cost
of production only and a little message would be on it stating it was a
repo.
They sent me a message today saying that I didn't send my address and
they "are unable to provide the information you need". Now I'm not sure
if that means they can't provide because I didn't send my snail mail
address (problem already fixed) or they can't send it period. I'll let
you know what they do now that they have the address. It seems to take
the better part of a week to get email back from them. If they do send
the template, I guess that all we'll need is silkscreening or something
similar. I don't suppose that anyone would have a business on the side
making novelty items that require precision printing??????
Chris


------------------------------

Date: Fri, 14 Nov 97 00:07:05 UT
From: "Allan Fritsche" <fritsche@classic.msn.com>
To: boatanchors@theporch.com
Subject: Valiant Blowing Fuses/Mike
Message-ID: <UPMAIL03.199711140007210084@classic.msn.com>

Hey Gang, remember a year or to ago when I was bringing up my new/old
Valiant.. (BTW, this one is a collectors item, purchased in Saudi Arabia).
I wished I had kept the old messages about exhausting all 8 Amp fuses
in the Houston area.. Tandy saw a trend in their network and an 18 wheeler
loaded with 8 amp fuses rushed to my door step. Now what do I do with
the most uncommon of all fuses.. Got 3 Million of them.

OK, thats enought of that garbage.. 

The real culprit in the Valiant is the 866 rectifiers, If you turn it side 
ways
to troubleshoot, it will always blow a fuse. Keep it level and wait for a
while then turn on power and then wait for ten minutes to let the mercury
dispurse (Spelling). Hit the Man key and it should Flame..
Man do I like that flame..
If it still blows the fuses, then look real close on the top of the 866's 
Rectifiers.. Do you see a flaking or carbon track... If so , replace.

If all that doesn't work, then you got BIG Time problems..
ie Transformer shorts, etc..

Good luck  Mike
And keep these Valiants Glowing.
Al
KD5CML     fritsche@msn.com
 


------------------------------

Date: Thu, 13 Nov 1997 19:30:47 -0500 (GMT-0500)
From: L & M <toneri@ils.net>
To: ac5p@ionet.net
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Valiant blowing line fuses?
Message-ID: <199711140030.TAA03288@server1.ils.net>

At 08:54 PM 11/12/97 -0600, Mike Maloney wrote:
>Has anyone amped the line input and/or transformer primarys of their
>Valiant and determined the inrush surge, standby, and key down current
>values?  Also what is correct value of fuse in the line plug?  My 
>schematic copy is not clear...looks like poss 6A.  Mine had 8A fuses
>in line and blows on turn on.  I was wondering what to expect before
>I try bringing the Valiant up slower with my 2kva variac.  
>
>Anyone had inrush probs blowing fuses and solved them?
>
>Tks es 73,
>Mike ac5p

Hi Mike. The correct fuses are 8A rating. There are 8A 32VDC automotive
fuses and there are 8A 125/250 VAC rated fuses. I have both the Valiant 1
and 2 models and have never experienced the fuses blowing when the rig is
turned on. Once I shorted the low voltage B+ line and the fuses didn't blow
right away. I suspect that there may be more to your problem than inrush
current itself. INternal shorts in one or more tubes or shorted bypass
capacitors or electrolytics may cause the fuses to blow rather quickly.
73...Mike VE3FGU
**********************************************************
Mike & Lynda Toneri    E-mail:   toneri@ils.net    
Keswick, Ontario
WEBPAGE:  http://www.geocities.com/heartland/meadows/8218
***********************************************************


------------------------------

Date: Fri, 14 Nov 97 00:33:07 UT
From: "Allan Fritsche" <fritsche@classic.msn.com>
To: boatanchors@theporch.com
Subject: HQ-170A Drift Revisted.
Message-ID: <UPMAIL03.199711140033160475@classic.msn.com>

Hello Gang,  Saw a recent post about drift in the little HQ-170A...
Guess whats the easiest cure..  Ta Da
Put it in a solid case or cover it with plastic.
Those little perferated cases allow air to hit the tubes at all angles.
They work just fine if you have them in a room  with static airflow.
If you have it in a remote shack with the wind blowing back and forth
like most, That little 6C4 doesn't know what to do.
What I have done here is to build a little book shelve  type enclouser
and slide this little guy in it..

The little one stabilizes in about 10 minutes and hangs right in there
forever.

Bottom Line... Don't go looking for a problem that really isn't there, 
Hammurland made fine equipment and I am sure tested all of it at
the Factory.. But I am not sure if thay really got or used input from the
field or users.  Somebody correct me please...

Your Friend Al
fritsche@msn.com 


------------------------------

Date: Thu, 13 Nov 1997 18:03:38 -0600
From: "John Lockhart" <jlockj@minn.net>
To: "Old Tube Radios" <boatanchors@theporch.com>
Subject: Viking II Audio Driver Transformer
Message-ID: <199711140036.SAA06335@mail.minn.net>


Anyone out there have a spare Audio Driver Transformer (T3) for
the Johnson Viking II that I could buy?  I just bought the 
Viking, and found the reason for no audio: open primary in 
the driver transformer.  (is this a common problem?)

Appreciate any help in finding one of these!

Thanks,

John  W0DC

------------------------------

Date: Thu, 13 Nov 1997 19:44:33 -0500
From: Charles Ring <charlesr@infonline.net>
To: boatanchors@theporch.com
Subject: Re: Valiant Blowing Fuses/Mike
Message-ID: <346B9EF1.76C1@infonline.net>

Allan Fritsche wrote:
> 
> Hey Gang, remember a year or to ago when I was bringing up my new/old
> Valiant.. (BTW, this one is a collectors item, purchased in Saudi Arabia).
> I wished I had kept the old messages about exhausting all 8 Amp fuses
> in the Houston area.. Tandy saw a trend in their network and an 18 wheeler
> loaded with 8 amp fuses rushed to my door step. Now what do I do with
> the most uncommon of all fuses.. Got 3 Million of them.
> 
> OK, thats enought of that garbage..
> 
> The real culprit in the Valiant is the 866 rectifiers, If you turn it side
> ways
> to troubleshoot, it will always blow a fuse. Keep it level and wait for a
> while then turn on power and then wait for ten minutes to let the mercury
> dispurse (Spelling). Hit the Man key and it should Flame..
> Man do I like that flame..
> If it still blows the fuses, then look real close on the top of the 866's
> Rectifiers.. Do you see a flaking or carbon track... If so , replace.
> 
> If all that doesn't work, then you got BIG Time problems..
> ie Transformer shorts, etc..
>

The 866 filament winding in the main xfmr is the most vulnerable with
the high peak inverse voltage from the m. v. tubes. I replaced it in my
first Valiant with a separate filament xfmr (given to me by by now-SK
W8TF) and later sacrificed the m. v. glow in favor of reliability with
xenon 3B28 rectifiers and later solid state ones.

I do still have mercury vapor rectifiers in service - broadcast service.
In my 1940 vintage AM broadcast standby transmitter I have two 8008's
(872's with a different base), an 866 paired with a 3B28 for low
voltage, and two 866's for the bias supply. The odd pairing of a m. v.
tube with a xenon tube was the end result of much trial and error more
than 20 years ago - I stopped changing tubes when it started working
right. It doesn't get much use but it's there when I need it.

------------------------------

Date: Thu, 13 Nov 1997 15:06:24 -1000
From: Jeffrey Herman <jeffreyh@hawaii.edu>
To: Boatanchors List <boatanchors@sco.theporch.com>,
        Boatanchors II <boatanchors@listserv.tempe.gov>, cw@hawaii.edu
Subject: "History of Radio To 1926"
Message-ID: <Pine.GSO.3.95q.971113150023.27011A-100000@uhunix3>

Has anyone seen a reprint of the above book, written by Gleason L.
Archer, LL.D., President of Suffolk University, originally
published by the American Historical Society, Inc., NY, in
1938? I've found a worn copy in our campus library, and would
*love* to have my own copy. This edition is 420 pages of very
interesting reading.
73,
Jeff KH2PZ / KH6 (student of maritime wireless history)


------------------------------

Date: Thu, 13 Nov 1997 20:33:25 EST
From: w4bld@juno.com (Robert B. Kerby)
To: boatanchors@theporch.com
Subject: FS The "Radio" Handbook - 1940
Message-ID: <19971113.203259.5023.21.W4BLD@juno.com>

Hi Gang - I have one more thing from the estate of my friend, K4DUJ. It
is the 1940 issue of the Editors and Engineers The "Radio" Handbook,
Seventh Edition. Money goes to the widow. Condition is good with slight
damage to the back cover and the spine is badly worn at the top. Inside
it looks just fine. Price is $30.00 plus $3.00 for shipping.  The price
was set by a book dealer in the area (?). I am only the messenger.
Thanks, Bob
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Robert B. Kerby - w4bld@juno.com
PO Box 991  ( 231 Rosser Avenue)
Waynesboro, VA 22980 (540) 942-4356
Collect: Morrow, Gonset, Elmac

------------------------------
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